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EFRL signal. We were able to artificially introduce 
timing jitter to the pulses by frequency modulating the 
10 GHz RF drive signal of the laser with a 4 kHz tone. 
By varying the amplitude of the frequency modulation, 
we were able to control the amount of the induced 
timing jitter. The pulses were compressed down to 
~2ps using a fibre-based compressor. The pulses 
were then modulated by a 2
31-1 pseudorandom bit 
sequence using a lithium niobate modulator and fed 
onto a 220m of HNLF with a zero-dispersion 
wavelength at 1550nm, which ensured minimum 
walk-off time between the two signals. The average 
power of the control signal was ~21dBm, while the 
power of the data signal was kept quite low to avoid 
any spectral broadening due to self-phase modulation 
which would induce additional chirp. An optical delay 
line was used to temporally overlap the two signals. 
The data signal experienced XPM during propagation 
in the HNLF, acquiring a red frequency shift if the 
data pulse coincided with the leading edge of the 
much broader parabolic pulse or a blue shift if it 
coincided with the trailing edge of the parabolic pulse. 
The data signal then passed through a 5 nm 
broadband optical filter in order to filter out the control 
without shaping its spectrum, and was launched onto 
an appropriate length of single mode fiber (500 m) 
which was used to remove the chirp and retime the 
pulses. 
Results 
In order to characterize the performance of our 
timing-to-frequency shift conversion scheme, we first 
measured the wavelength shift of the XPM signal as a 
function of the time delay of the data relative to the 
centre of the parabolic pulses. Fig.3 shows spectral 
traces of two cases of the data pulses overlapping 
with the leading (red shifting) or the trailing edge (blue 
shifting) of the control signal, and compares these to 
the case when no XPM was induced on the data 
signal at all. The inset figure shows a diagram of 
wavelength shift of the XPM signal as a function of 
the timing shift, confirming a linear relation between 
the two. 
We evaluated the retiming of our scheme for several 
values of induced timing jitter by observing the eye 
diagrams at the input and output of the system on a 
digital communications analyser (DCA), and 
measuring the timing jitter distributions. These 
measurements are summarised in Fig.4, which 
demonstrates that with this system it was possible to 
suppress timing jitter in the incoming data stream of 
as much as ~4 ps (rms value), corresponding to a 
peak-to-peak (p-p) value of ~18.2 ps. Fig.4a-b show 
examples of the eye diagrams obtained for an 
incoming signal which had an rms timing jitter of 
~2.3 ps and a p-p value of ~11.3 ps. The jitter of the 
pulses at the output of the retiming scheme was 
measured as ~1 ps (rms value), which corresponds to 
the noise limit of the DCA we used for our 
measurements. 
Note that similar to other timing-to-frequency shift 
conversion techniques, an additional switching stage 
should be included at the output of the system in 
order to remove the wavelength shift from the 
switched signal, if the pulses are to be transmitted 
further. Finally, it is also worth noting that this 
technique is directly applicable to the simultaneous 
retiming of several synchronised WDM channels. 
Conclusions 
In conclusion, we have demonstrated a novel 
technique for the retiming of short optical pulses. The 
technique relies on timing-to-frequency shift 
conversion using XPM-induced spectral broadening in 
a HNLF. To ensure a linear chirp on the switched 
pulses, a parabolic pulse shape was used as the 
control to the HNLF, which was generated using 
pulse shaping in a SSFBG. The amount of jitter that 
can be compensated for is determined by the width of 
the reshaped pulses. 
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Figure 3: XPM spectra for different cases of overlapping between 
control and data signal. Inset: Wavelength shift versus timing shift. 
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Figure 4: Output versus input timing jitter. Inset: eye diagrams (a) 
before and (b) after the retiming scheme for a 2.2ps input. 
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